
                                                                      

 

Data Sheet 

 

Customer:  

Product: Wire Wound Power Resistor – QR Series 

Sizes:  75W / 90W / 100W / 120W / 150W / 180W / 200W / 225W / 

240W / 300W / 350W / 375W / 450W / 600W / 750W / 

900W / 1000W / 1200W / 1500W / 2000W 

Issued Date: 5-Feb-21 

Edition: REV.A  
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Wire Wound Power Resistor 

                            

                                    

■Features 

－Power 75W~20000W 

－Tolerance ±5% 
－High temperature resistant ceramic 

－High heat dissipation 

－High stability 

－Customization for special specification and requirement is available 

■Applications 

－Medical Equipment 

－Testing / Measurement Equipment 

－Printer Equipment 

－Automatic Equipment Controller 

－Converters 

－Communication Device, Cell Phone, GPS, PDA 

 

■Dimensions 

 

 

 

 

 

                         

                                                                                                         Unit: mm 

Power 
Rating 

Dimensions 
Resistance 

Range 

L F B L1 C h D L2 H P 5% 

75W 905 251 81 1205 51 182 61 1445 583 單 M5x115 0.5Ω - 10Ω 

95W 1105 251 81 1255 51 182 61 1645 603 單 M5x135 0.5Ω - 11Ω 

100W 905 281 81 1205 51 182 61 1445 603 單 M5x115 0.5Ω - 12Ω 

120W 1105 281 81 1455 51 182 61 1645 603 單 M5x135 0.5Ω - 13Ω 

150W 1405 281 81 1755 51 182 61 1955 603 單 M5x165 0.5Ω - 15Ω 

180W 1605 281 81 1905 51 182 61 2155 603 單 M5x185 0.5Ω - 18Ω 

200W 1855 281 81 2155 51 182 61 2395 603 雙 M5x215 0.25Ω - 20Ω 

225W 1955 281 81 2255 51 182 61 2495 603 雙 M5x220 0.5Ω - 22Ω 

240W 1855 351 81 2215 51 182 91 2505 753 雙 M5x210 0.5Ω - 24Ω 

300W 2105 351 81 2455 51 182 91 2685 753 雙 M5x245 0.5Ω - 27Ω 

350W 3005 281 81 3305 51 182 51 3555 603 雙 M5x325 0.5Ω - 27Ω 

375W 2105 401 101 2505 51 222 91 2775 773 雙 M5x245 0.5Ω - 30Ω 

450W 2605 401 101 3005 51 222 91 3275 773 雙 M5x295 0.5Ω - 35Ω 

600W 3305 401 101 3705 51 222 91 4005 773 雙 M5x365 0.5Ω - 40Ω 

750W 3305 501 121 3705 61 242 101 4005 1053 雙 M5x365 0.5Ω - 100Ω 

900W 4005 501 121 4445 61 242 101 4695 1053 雙 M5x435 0.5Ω - 100Ω 

1000W 4605 501 121 5055 61 242 101 5325 1053 雙 M5x495 0.5Ω - 120Ω 

1200W 4605 601 151 5085 61 302 101 5355 1123 雙 M5x495 0.5Ω - 120Ω 

1500W 5405 601 151 5875 61 302 101 6155 1123 雙 M5x600 1Ω - 160Ω 

2000W 6505 651 151 6905 61 302 101 7205 1153 雙 M5x695 1Ω - 160Ω 

Resistor Body Color: Green
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■Part Numbering 

 

 

Product Type  Power 

Rating 

 Resistance  Resistance 

Tolerance 

 Mounting 

QR: Q Type 75W: 75W 

90W: 90W 

100W: 100W 

120W: 120W 

150W: 150W 

180W: 180W 

200W: 200W 

225W: 225W 

240W: 240W 

300W: 300W 

350W: 350W 

375W: 375W 

450W: 450W 

600W: 600W 

750W: 750W 

900W: 900W 

1000W: 1000W 

1200W: 1200W 

1500W: 1500W 

2000W: 2000W 

 

R500: 0.5Ω 

0010: 1Ω 

0100: 10Ω 

1000: 100Ω 

 

 J: 5%    B: With Bracket 
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▓Electrical Characteristics 

Characteristics Limits 

Resistance and Resistance Tolerance Range Resistance tolerance ±5%(J) 

Temperature Coefficient 
FCHR-2 0.14X1.2m/m 
1000~1200ppm/°C max (according to the material) 

Power Rating Load 
△ R/R ≦±(1% + 0.05Ω) 

temperature 350°C max 

Short-time Overload △ R/R ≦±(2% + 0.05Ω) 

Insulation Resistance DC500V 100MΩ min 

Dielectric Withstanding Voltage AC2500V 1.5MA 1 minute 

 ─These resistors are made by winding resistance ribbon around a ceramic tube in wave shape, externally coated with non flame paint. 
─They are extremely good in dissipation of heat, small in size, able to take large load. 

─Fit for use on heavy electric machines and production machines. 

QR 300W R500 J B 
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